
 Air Random Orbital Sander & Polisher
Mini Series for operation in confined working areas

8222P8222S

Free Speed         

Free Speed         Free Speed         

90PSI [6.3kg/cm²]        

90PSI [6.3kg/cm²]        90PSI [6.3kg/cm²]        

Air Pressure         

Air Pressure         Air Pressure         

Air Inlet         

Air Inlet         Air Inlet         

1/4"         

1/4"         1/4"         

Length         

Length         Length         

Spindle Thread Size         Spindle Thread Size         
Speed Reducer

Horse Power       Horse Power       

Pad Size         Pad Size         

16,000 RPM         

16,000 RPM         4,500 RPM         

138mm (5.4in. )         

138mm (5.4in. )         141mm (5.6in. )         

5/16"-24UNF        5/16"-24UNF        
3 gear,planetary

0.3HP / 224W        0.3HP / 224W        

2"(50mm)Pad Size

Ave. Air Consumption

Ave. Air Consumption Ave. Air Consumption

5/16"-24UNF

3CFM (85.0 L/min)

3CFM (85.0 L/min) 3CFM (85.0 L/min)

Net Weight

0.4kg [0.9lbs.]

0.6kg [1.3lbs.] 0.6kg [1.3lbs.]

2"(50mm) 2"(50mm)

Orbital Diameter         3mm (1/8")        

 In-Line Mini Air Drill & Angle Drill 

Mini Series for operation in confined working areas

3120

3600

3520

1,800 RPM         Free Speed         

90PSI [6.3kg/cm²]        Air Pressure         
Air Inlet         1/4"         

Length         

3/8"(10mm)         Chuck Size         

220mm (8.7in. )         

3 gear,planetary        
Ave. Air Consumption 4CFM (113.3 L/min)

Net Weight 1.1kg [2.4lbs.]

Free Speed         

Free Speed         

90PSI [6.3kg/cm²]        

90PSI [6.3kg/cm²]        

Air Pressure         

Air Pressure         

Air Inlet         

Air Inlet         

1/4"         

1/4"         

Length         

Length         

0.3HP / 224W        

0.3HP / 224W        

3 gear, planetary       

3 gear, planetary       

Horse Power         

Horse Power         

Speed Reducer         

Speed Reducer         

5,500 RPM         

4,500 RPM         

158mm (6.2in. )         

140mm (5.5in. )         

Chuck Size          

Chuck Size          

1/4"(6mm) 

1/4"(6mm) 

Ave. Air Consumption

Ave. Air Consumption

3CFM (85.0 L/min)

3CFM (85.0 L/min)

Net Weight

Net Weight

0.5kg[1.1lbs]

0.6kg[1.3lbs]

  1/4" In-Line Mini Air Drill 

  1/4" Mini Air Angle Drill 

  3/8" Reversible Air Angle Drill

0.3HP/224W 

0.3HP/224W 

www.pneuforce.com.tw www.pneuforce.com.tw

8220

16,000 RPM         

  2" Mini Air Angle Sander  
  0.3HP/224W

Free Speed         

Air Pressure         
Air Inlet         1/4"         

Length         133mm (5.2in. )         

1/4"-20UNC       
Ave. Air Consumption

Net Weight 0.4kg [0.9lbs.]

Horse Power     

Net Weight

  2" Mini Random Orbital Air Sander  
  0.3HP/224W

  2" Mini Air Angle Polisher  
  0.3HP/224W

Net Weight

  0.3HP/224W

8221

90PSI [6.3kg/cm²]        

Pad Size 2"(50mm)

Spindle Thread Size         Spindle Thread Size         
0.3HP / 224W        0.3HP / 224W        

3CFM (85.0 L/min)

  2" Mini Air Angle Sander  

Speed Reducer         

Horse Power     


	頁面 1

