
Air Chipping Hammer

                      Designed for medium to heavy-duty jobs 

2204 2205

Air Chipping Hammer 

Air Chipping Hammer Air Chipping Hammer 

Air Chipping Hammer 

2206 2207

Blows Per Minute         Blows Per Minute         

Blows Per Minute         Blows Per Minute         

90PSI [6.3kg/cm²]        90PSI [6.3kg/cm²]        

90PSI [6.3kg/cm²]        90PSI [6.3kg/cm²]        

Air Pressure         Air Pressure         

Air Pressure         Air Pressure         

Air Inlet         Air Inlet         

Air Inlet         Air Inlet         

1/4"         1/4"         

1/4"         1/4"         

Length         Length         

Length         Length         

45mm / 1.8"         

45mm / 1.8"         45mm / 1.8"         

45mm / 1.8"         

Round

Round Hex.

Hex.

20mm / 0.8"       20mm / 0.8"       

20mm / 0.8"       20mm / 0.8"       

Stroke Length of Piston       

Stroke Length of Piston       Stroke Length of Piston       

Stroke Length of Piston       
Piston Diameter       Piston Diameter       

Piston Diameter       Piston Diameter       

Chisel Shank Type

Chisel Shank Type Chisel Shank Type

Chisel Shank Type

3,000 BPM         3,000 BPM         

3,000 BPM         3,000 BPM         

243mm (9.6in. )         243mm (9.6in. )         

243mm (9.6in. )         243mm (9.6in. )         

Chisel Shank          Chisel Shank          

Chisel Shank          Chisel Shank          

14mm / 0.55in. 12mm / 0.47in.

14mm / 0.55in. 12mm / 0.47in.

Ave. Air Consumption

Extended Air Sand Rammer 

Ave. Air Consumption

Ave. Air Consumption Ave. Air Consumption

2CFM (56.7 L/min) 2CFM (56.7 L/min)

2CFM (56.7 L/min) 2CFM (56.7 L/min)

Net Weight Net Weight

Net Weight Net Weight

2.6kg [5.7lbs.] 2.6kg [5.7lbs.]

2.6kg [5.7lbs.] 2.6kg [5.7lbs.]

Air Sand Rammer
                      Designed for tamping work and foundry applications

2302RL

2303RL

2304RL

Extended Air Sand Rammer 

Extended Air Sand Rammer 

Blows Per Minute       

90PSI[6.3kg/cm²]        Air Pressure         
Air Inlet         3/8"         

Length         

Piston Diameter       
Stroke Length of Piston       

1,000 BPM         

22mm / 0.9"         
Ave. Air Consumption 3CFM(84L/min)

Net Weight 3.8kg [8.4lbs.]

870mm-980mm (34.3in.-38.6in.)         

65mm / 2.5"

Ave. Air Consumption 2CFM (56.7L/min)

Blows Per Minute       

Blows Per Minute       

90PSI[6.3kg/cm²]        

90PSI[6.3kg/cm²]        

Air Pressure         

Air Pressure         

Air Inlet         

Air Inlet         

1/2"         

1/2"         

Length         

Length         

Piston Diameter       

Piston Diameter       

Stroke Length of Piston       

Stroke Length of Piston       

800 BPM         

700 BPM         

25.4mm / 1"         

32mm / 1.3"         

Ave. Air Consumption

Ave. Air Consumption

3CFM(84L/min)

3CFM(84L/min)

Net Weight

Net Weight

8kg [17.6lbs.]

9.8kg [21.6lbs.]

1,060mm-1,210mm (41.7in.-47.6in.)         

1,080mm-1,250mm (42.5in.-49.2in.)         

100mm / 4"

125mm / 5"

Ave. Air Consumption

Ave. Air Consumption

3.5CFM (99.12L/min)

3.5CFM (99.12L/min)
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